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Stop and Go Traffic Lights increase safety by 

providing visual communication anywhere a positive 

go/no-go signal is required. 

Features: 

• Durable Polypropylene plastic housing 

(available in safety yellow or black) will not 

rust, pit or corrode. 

• Integral eyebrow style sun visors provided 

extended visibility while shielding the lights 

from rain and snow. 

• Shallow unit depth reduces the risk of damage 

while convenient mounting holes provide 

simple installation. 

• UL & cUL Listed 

The SG30 series Stop and Go Traffic Light system is comprised of two units.  An SG20 control 

unit to be mounted inside the building and an SG10 slave unit to be mounted externally.  A 

provided communication cable allows the internal SG20 light to control the external SG10 

light. using the 3-way toggle switch mounted to the SG20.  When the interior light is switched 

to green by the operator, the external light flashes red to inform the truck driver not to move. 

Now loading/unloading may proceed.  When the toggle is switched to red on the interior 

informing workers it is no longer safe to use, the external light flashes green informing they 

truck driver they are now free to move the vehicle. 

                     Technical Specifications 

Housing Safety Yellow or Black Polypropylene 

Power Source 12 or 24 Volt DC Operation 

Lens Diameter 4 1/4" 

Dimensions 11 3/8" H x 6 3/8" W x 3 3/4" D 

Shipping Weight 10 lbs. per unit 

Draw 12VDC 4.34 Amps 24VDC 2.20 Amps 
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IMPORTANT SAFETY INFORMATION  
  

CAUTION! The individual user should determine prior to use whether this device is suitable, adequate or safe for the use intended. Since 
individual applications are subject to great variation, the manufacturer makes no representation or warranty as to suitability or fitness of these 
devices for any specific application. 

 

Voltage Options: 12 vdc, 24 vdc vac    
The Model SG30 consists of two light units; the SG20 which operates as the control unit with an internal flasher circuit, and the SG10, a drone unit 
not equipped with a flasher. A six-foot communication cable is supplied to couple the two units. 
 
CAUTION! Units with incandescent lamps require a flashing power supply or integrated flasher device to 
avoid heat damage to the lens (see flasher ordering information below). 
 
Installation: 
1. Choose a suitable inside location for the SG20 (control unit) and an outside location for the SG10 (drone unit) that is clearly visible to a driver 
when backing into the loading dock.  
2. Determine the route for the communication cable between the two units.  
3. Using the housing as a template, mark and drill four (4) corner holes. Hardware will depend upon the construction of the wall and is not 
included. 
4. Make the appropriate connections to the drone unit (SG10) using suitable connectors. Follow the wiring diagram provided. Do not modify the 
wiring inside either unit. Store any excess cable inside the drone unit. 
5. Connect the remote switch. 
6. Apply power and check operation. 

 

 
 

 

 

 
 

Replacement Parts List    
Part#  
203011 Red lens w/housing 

203012 Green lens w/housing 

420705 Lamp, type, 25T7, 115 V 

420336 Lamp, type, 1156, 12 V 

423036 Lamp, type, 2223, 24 V 

533004 Lamp, harness, 115 (220) VAC 

533003 Lamp, harness, 12/24 VDC 

553031 2-Wire Flasher 

203014T Yellow Housing, and rear panel 

203017T Black Housing and rear panel 

813008 Wall Gasket 

410403 1/2” EMT Fitting 

LIMITED WARRANTY 
If it appears within one (1) year from date of delivery to Purchaser that any products or component parts do not conform exactly to the specifications and physical 
dimensions referred to above, and the Purchaser, at its expense, returns the product or component parts to the Seller together with a report of defects, the Seller 
shall review the inspection report and inspect the items and shall authorize, at its option, either the repair or replacement of any non-conforming products or 
component parts, whether on warranty, contract of negligence, shall not in any case exceed the amount to be paid by the Seller in obtaining and repair or 
replacement of non-conforming products or component parts, and upon expiration of the warranty period, all liability of the Seller shall be terminated. 
 
Incandescent bulbs incorporated into Tri Lite products are considered consumable items and are not covered by this warranty. 
 
Seller shall not be liable for any injury, loss or damage, direct or consequential arising out of the use or the ability to use the product. This warranty gives specific 
legal rights. You may have other rights, which vary from state to state. Some states do not allow the exclusion or limitation of incidental or consequential 
damages, so that the above limitation of exclusion may not apply to you. 
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Wiring Diagram for Models 

SG30-NS (Incandescent) 12vdc/24vdc 

Red 

Green 

SG20-12NS 
SG20-24NS 

with Incandescent Lamps 

Black 
Negative (-) 

Red 
Positive (+) 

 

Red 

Green 

White Cable 

 
Black Cable 

 
Red Cable 

 

Black 

 
Red-labeled green 

 

External Connection 

 

SG10-12RG 
SG10-24RG 

with Incandescent Lamps 

Red 

 

Three Wires to External Switch 

Common Connection is White Wire. 

Green Lamp Connection is Black Wire labeled “Green”. 

Red Lamp Connection is Black Wire with no label. 

 

 

NC or NO 

 

COMMON 

 

NC or NO 

 


